
McQ CONNECT® Global Communication 

McQ’s CONNECT® provides an IP link that can manage data and support phone 

conversations anywhere in the world. Mobile platforms and remote sites can communicate 

over the Iridium Satellite Network with this small modem anytime, anywhere.  

 

McQ CONNECT® Features 
• Global Data and Voice Terminal 

• Ethernet and Wi-Fi Data Interfaces 
• Commercial VPN support 
• SIP server for audio voice call support 

• Networking 
• DHCP Server 
• NAT Firewall between LAN and WAN 
• Port forwarding, blacklisting, or whitelisting 
• JSON API for local M2M control and monitoring 

• Iridium Certus® 100 Service 
• McQ is an Iridium Value Added Manufacturer 

System Components 
• McQ CONNECT® terminal 

• Isolation mounts included 
• Mounting feet included (shown) 

• High gain Iridium antenna 

• Low loss antenna cable 

• DC power cable 
• Additional options available  

• Ethernet cable 
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OEM Module 
Available 

McQ vWatch® video 
management optional 
add-on available 
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Tough sensors for an insensitive planet 
An ISO 9001:2015 Registered Company 

Specifications may change due to 
product enhancements. For more 

information on any of our products 
or services please visit us on the 

Web at: www.mcqinc.com 

  

© April 2024 McQ Inc. 

 

1551 Forbes Street 
Fredericksburg, VA  
22405-1603 USA 
T: 540.373.2374 

www.mcqinc.com 

 

 

 
 

 

      

Hardware Specifications Value Units 
Power Supply    
   Maximum Input Range 11.5 – 33 VDC 
   Recommended Voltage Range 12 – 28 VDC 
   Recommended Fuse Rating* 3 A 
   AC Adapter (Optional) 120/240 VAC 
Power Consumption  

    Typical 3 – 13 W 
   Peak 36 W 
Storage Temperature -40 to +85 °C 
Operating Temperature -40 to +65 °C 
IP Rating IP67 

 Dimensions**    
   Length  230.2 mm 
   Width  119.6 mm 
   Height 48.8 mm 
Weight 843.5 g 
   
   

Performance Value Units 
Max Data Rates   
     Uplink 22 kbps 
     Downlink 88 kbps  Applications 
Frequency Range 1616 to 1626 MHz  LandMobile, Maritime, IoT, and Aviation 
Antenna Gain 2.3 dBic   
    Part Numbers 
* Recommend 3A slow blow fuse  CNT-K1004 McQ CONNECT Terminal Kit 
** Terminal only, additional space required for cables and antenna    
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